MIZAR 


Recessed Downlight for Discharge Lamps 
with Frosted Glass 


CHOY CEES 


Mizar 170 D98 SOP 


Type: Recessed downlight with frosted glass cover and horizontal lamp position for discharge lamps. Ideal for high mounting 
applications. 
Specification: Aluminium reflector with frosted glass cover. 


Body in steel in white finish, gearbox in black finish. 
Luminaire is plastic-wrapped and boxed individually. 


Installation: Suitable for plasterboard or similar types of ceiling, requires a cut-out. 
Application: Indoor. Decorative lighting for shops, displays, interiors, offices, receptions and other public areas. 

Lamp (W) and x a y z Total 

holder Overall dimensions (cut-out), mm Weight, kg wattage, W 

Mizar 170 E01 OP 1x70W (Rx7s) ø265(230)x195 2,7 80 
Mizar 1150 E02 OP 1x150W (Rx7s) ø265(230)x195 2,9 170 
Mizar 170 D98 SOP 1x70W (Rx7s) ø265(230)x195 2,7 80 
Mizar 1150 D99 SOP 1x150W (Rx7s) ø265(230)x195 2,9 170 
Options available on request: 
HF- High Frequency control gear 
HS- For high pressure sodium lamp 


RAL- RAL colours 


244 


